
Cell s Pe r Unit 6 
Voltag e Pe r Unit 12 
Capacity 7.2A h @ 20hr-rat e t o 1.75 V pe r cel l @25 (77 ) 
Weight Approx . 2.4 kg(5.29 lbs) 
Maximu m Discharg e Current 100A/130A(5sec) 
Interna l Resistance Approx . 23 m 
Operatin g Temperatur e Range 

Nomina l Operatin g Temperatur e Range 25 3 (77 5 ) 
Floa t Chargin g Voltage 13. 5 t o 13. 8 VDC/uni t Averag e a t 25 (77 ) 
Recommende d Maximu m Charging 2.16A 
Curren t Limit 
Equalizatio n an d Cycl e Service 14. 4 t o 15. 0 VDC/uni t Averag e a t 25 (77 ) 
Sel f Discharge CS B Batterie s ca n b e store d fo r mor e tha n 6 month s at 

25 (77 ) . Pleas e charg e batterie s befor e using . For 
highe r temperature s th e tim e interva l wil l b e shorter. 

Terminal 
Containe r Material 

Specification 

Constan t Powe r Discharg e Characteristics Unit:W (25 ,77 ) 

G P 1272 12 V 7.2Ah 
G P 127 2 i s a genera l purpos e batter y up to  5 years 
i n standb y servic e o r mor e tha n 26 0 cycle s a t 100% 
discharg e i n cycl e service . A s wit h al l CS B batteries, 
al l ar e rechargeable , highl y efficient , lea k proo f and 
maintenanc e free. 

Dimensions 
(MM) unit: 

Constan t Curren t Discharg e Characteristics Unit:A (25 ,77 ) 

R 

F . V / T i m e 5 M I N 1 0 M I N 1 5 M I N 3 0 M I N 1 H R 2 H R 3 H R 4 H R 5 H R 8 H R 1 0 H R 2 0 H R 
1 . 6 0 V 3 5 . 6 2 2 . 0 1 6 . 5 9 . 6 1 5 . 5 1 3 . 0 8 2 . 1 4 1 . 6 5 1 . 3 5 0 . 9 2 5 0 . 7 7 8 0 . 4 5 6 
1 . 6 7 V 3 3 . 1 2 1 . 0 1 5 . 9 9 . 3 6 5 . 4 2 3 . 0 3 2 . 0 9 1 . 6 0 1 . 3 2 0 . 9 0 6 0 . 7 6 2 0 . 4 4 7 
1 . 7 0 V 3 1 . 9 2 0 . 5 1 5 . 6 9 . 2 4 5 . 3 7 3 . 0 0 2 . 0 6 1 . 5 8 1 . 3 0 0 . 8 9 7 0 . 7 5 6 0 . 4 3 8 
1 . 7 5 V 2 9 . 6 1 9 . 6 1 5 . 1 9 . 0 3 5 . 3 0 2 . 9 6 2 . 0 2 1 . 5 4 1 . 2 8 0 . 8 8 3 0 . 7 4 2 0 . 4 2 8 
1 . 8 0 V 2 7 . 2 1 8 . 6 1 4 . 4 8 . 7 7 5 . 2 3 2 . 9 2 1 . 9 9 1 . 5 0 1 . 2 5 0 . 8 7 1 0 . 7 3 2 0 . 4 2 1 
1 . 8 5 V 2 4 . 5 1 7 . 4 1 3 . 7 8 . 4 5 5 . 1 4 2 . 8 7 1 . 9 6 1 . 4 8 1 . 2 3 0 . 8 6 1 0 . 7 2 0 0 . 4 0 9 

F . V / T i m e 5 M I N 1 0 M I N 1 5 M I N 3 0 M I N 1 H R 2 H R 3 H R 4 H R 5 H R 8 H R 1 0 H R 2 0 H R 
1 . 6 0 V 3 6 0 2 4 5 1 8 3 1 0 8 6 4 . 4 3 7 . 7 2 6 . 6 2 0 . 8 1 7 . 3 1 1 . 8 9 . 8 0 5 . 3 7 
1 . 6 7 V 3 4 0 2 3 5 1 7 7 1 0 6 6 3 . 6 3 7 . 1 2 6 . 3 2 0 . 5 1 7 . 0 1 1 . 6 9 . 6 9 5 . 2 7 
1 . 7 0 V 3 3 1 2 3 1 1 7 4 1 0 5 6 3 . 1 3 6 . 9 2 6 . 2 2 0 . 4 1 6 . 9 1 1 . 5 9 . 5 4 5 . 2 3 
1 . 7 5 V 3 1 3 2 2 2 1 7 0 1 0 3 6 2 . 4 3 6 . 4 2 5 . 9 2 0 . 2 1 6 . 7 1 1 . 4 9 . 4 8 5 . 1 5 
1 . 8 0 V 2 9 5 2 1 3 1 6 5 1 0 1 6 1 . 7 3 5 . 9 2 5 . 6 1 9 . 9 1 6 . 5 1 1 . 3 9 . 4 0 5 . 0 7 
1 . 8 5 V 2 7 6 2 0 2 1 5 8 9 9 . 0 6 0 . 8 3 5 . 4 2 5 . 2 1 9 . 6 1 6 . 3 1 1 . 2 9 . 2 9 4 . 9 9 

Discharge : -15 ~50 ( 5 ~122 ) 
Charge : -15 ~40 (  5 ~104 ) 
Storage : -15 ~40 ( 5 ~104 ) 

F1/F2-Faston Tab187/250 
ABS(UL 94-HB/File E50263)*Flammability resistance of 
(UL 94-V0/File E88637) can be available upon request. 

All mentioned values are average values.
Tolerance: X<6min(+15%~-15%),6min   X<10min(+12%~-12%),10min   X<60min(+8%~-8%),X    60min(+5%~-5%)<= <= <=

CSB-manufactured
batteries are UL-
recognized components
under UL924 and
UL1989.
CSB is also certified by
ISO 9001 and
ISO 14001.



Charge Voltage(V/Cell)
Application

Temperature Set Point Allowable Range
Max.Charge Current

Cycle Use 25 (77 ) 2.45 2.40~2.50
Standby 25 (77 ) 2.275 2.25~2.30
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Tel:  +886-2-2555-5600
Fax: +886-2-2555-3300

CSB BATTERY TECHNOLOGIES BEIJING CO., LTD.
BEIJING OFFICE
Tel : +86-10-59621300/59621301/59621302/59621303 
Fax : +86-10-59621304 
mail : chinasls@csb-battery.com E-mail: chinasls@csb-battery.com 

CSB BATTERY LOGISTIC ( SHANGHAI ) CO., LTD. 
SHENZHEN OFFICE
Tel : +86-755-8831-6488/6396/16356 
Fax : +86-755-8831-6548 
mail : she@csb-battery.com.cn 


